
RHEOLOGICAL PROPERTIES
속성 값 UNIT 테스트 표준

Melt volume flow rate (MVR), 230°C / 2.16 kg (445°F / 4.7
lb)

21 cm³/10min ISO 1133

속성 값 UNIT 테스트 표준

Melting temperature, 10°C/min 150 °C ISO 11357-1/-3

보관수명
납품일로부터 2년 후, 적절히 보관될 때 (밀봉 봉지, 적정한 습도, 자외선 차단 및 온도). 이 한도를 초과하는 모든 사용에 대해서는 기술
서비스팀에 문의하십시오.

Headquarter: Arkema France
51, Esplanade du Général de Gaulle
92800 Puteaux – France
T +33 (0)1 49 00 80 80

Disclaimer - Please consult Arkema’s disclaimer regarding the use of Arkema’s products on
https://www.arkema.com/global/en/products/product-safety/disclaimer/ which is incorporated herein by reference and made a
part hereof.
Arkema France, a French société anonyme registered at the Trade and Companies
Register of Nanterre under the number 319 632 790
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TECHNICAL DATA SHEET

PLATAMID® M 1425 PELLET
COPOLYAMIDE PELLET
PLATAMID® M 1425 PELLET is a thermoplastic copolyamide hot melt adhesive. This semi-crystallized grade is used in solvent based
processes. It has been developed for use in the wire coating industry.
This product is available undried (M 1425 F).

TYPE
PA*

MAIN APPLICATIONS

� 고성능 전선
� 내부 구성품
� 접착제 - 자동차 실내부

배송 방식
� 펠릿

포장
Available packaging:
�  25 kg / 55 lb 가방


