
ZENIMID™ POLYIMIDES FOR SATELLITE & SPACE APPLICATIONS  

	→ EXTREME TEMPERATURE RESISTANCE  

	→ ELECTRICAL INSULATION PERFORMANCE 

	→ LOW OUTGASSING   

	→ RADIATION RESISTANCE  

	→ LIGHTWEIGHT AND FLEXIBLE FILM SOLUTIONS  

	→ DIMENSIONAL STABILITY

	→ Multi-layer insulation (MLI)  

	→ Flexible printed circuits (FPCBs)  

	→ Solar arrays  

	→ High-density electronics  

	→ High-temperature coatings 

	→ Reliable performance under thermal cycling 
from −240 °C to +400 °C 

	→ Protection of sensitive systems in vacuum and 
contamination-critical environments 

	→ Long-term dimensional stability under 
combined thermal and mechanical stress 

	→ Proven compatibility with radiation-exposed 
space systems 

	→ Support for ultra-thin, lightweight designs in 
mass constrained applications  

	→ Trusted material solution for mission-critical 
space hardware 

WHAT ZENIMID™ POLYIMIDES 
ENABLE ?

WHERE ZENIMID™ POLYIMIDES 
ARE USED 

WHY ZENIMID™ POLYIMIDES 
PERFORM ?

DESIGNED FOR EXTREME SPACE 
ENVIRONMENTS 

Part of a new generation of ultra-high-performance polymers developed for the most demanding technologies.

Zenimid™ Polyimide films are engineered for satellite 
and space applications requiring reliable thermal, 
mechanical, and electrical performance under 
extreme operating conditions. 

Disclaimer - Please consult Arkema’s disclaimer regarding the use of Arkema’s products on  
https://www.arkema.com/global/en/products/product-safety/disclaimer/
Société anonyme au capital de 270 035 923 euros – 319 632 790 RCS Nanterre 
TVA Fr 32 319 632 790

hpp.arkema.com
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